STATUTES AT LARGE

Every solid rubber tire or cushion tire shall have rubber on its entire
traction surface at least one inch thick above the edge of the flange
of the entire periphery.
(c) No person shall operate or move on any highway any motor
vehicle, trailer, or seni-trailer having any metal tire in contact with
the roadway.
(d) No tire ol a vehicle moved on a highway shall have on its
periphery any block, stud, flange, cleat, or spike or any other pro-
tuberances of any material other than rubber, or other resilient ma-
terial, wlhich projects beyond the tread of the traction surface of the
tire, except that it shall he permissible to use farm machinery with
tires having protuberances which will not injure the highway, and
except also that it shall be permissible to use tire chains of reason-
able proportions upon any vehicle when required for safety because
of snow, ice, or other conditions tending to cause a vehicle to skid.
SECTION 38: Transporting Explosives- -rules and regulations.
-Any vehicle used for transporting any explosives as a cargo or
part of a cargo upon the highway shall be marked or placarded
on each side and the rear with the word "Explosives" in letters not
less than 8 inches high, or there shall be displayed on the rear of
such vehicle a led flag not less than 24 inches square marked with
the word "Danger" in white letters 6 inches high. Every said vehicle
shall be equipped with not less than two fire extinguishers, filled
and ready for immediate use, and placed at a convenient point on
the vehicle so used. The Department is hereby authorized to promul-
gate such additional rules and regulations governing the transporta-
tion of explosive and other dangerous articles by vehicles upon the
highways as it shall deem advisable for the protection of the public,
and all such rules and regulations shall have the full force and effect
of law.
SECTION 39: Trailers and Seni-trailer Hitches- -No trailer or
semi-trailer regardless of weight shall be attached to the bumper of
the towing vehicle. An adequate hitch shall be used preferably of
the ball and socket type. This hitch shall be firmly attached to the
frame or to a solid connection to the frame.
SECTION 40: Health and Sanitation Equipment- -No motor ve-
hicle, trailer cr semi-trailer shall be equipped with an open toilet or
other device that may be a haiard from a health and sanitation stand-
point.
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